VIA Service Pack 1 (VIA 4 In 1)

Release History

File Name
Release Date
Version #
ACPI
AGP
IDE
IRQ
Note

4IN1401.EXE
990402
4.01
1.4
3.3
2.1.33
1.3A


4IN1402.EXE
990504
4.02
1.5
3.4
2.1.36
1.3A


4IN1403.EXE
990504
4.03
1.5
3.3
2.1.36
1.3A


4IN1404.EXE
990525
4.04
1.5
3.3
2.1.36
1.3A


4IN1405.EXE
990607
4.05
1.6
3.5.1
2.1.39
1.3A
Version Update

4IN1406.EXE
990616
4.06
1.6
3.5.1
2.1.39
1.3A
NT IDE Driver Installation Fails (unresolved)

4IN1407.EXE
990621
4.07
1.6
3.5.1
2.1.38
1.3A
Customer Request (unavailable on network)

4IN1408.EXE
990622
4.08
1.6
3.5.2
2.1.39
1.3A
Solved NT IDE Driver Installation Fails

4IN1409.EXE
990716
4.09
1.6
3.5.2
2.1.39
1.3A
1. Compiled installation for VIA DMA Tool “SetDMA.EXE”

2. Removed “Enable / Disable UDMA” in IDE driver setup

3. Detecting Window 98 Second Edition and disable VIA Registry Driver and AGP VxD options.

4. Added notice to README for WinFast AGP VGA users on installation sequence of VIA AGP VxD and VGA Drivers.

4IN1410.EXE
990806
4.10
1.6
3.5.5
2.1.39
1.3A
1.  Add option to enable / disable DMA mode during setup

2.  Detect Windows 98 SE and shows only VxD option

3.  Fixed un-install of IDE driver and successful remove “SetDMA.exe”

4.  Un-released version

4IN1411.EXE
990812
4.11
1.6
3.5.5
2.1.41
1.3A
1.  Update IDE driver

4IN1412.EXE
990824
4.12
1.6
3.5.5
2.1.41
1.3A
1.  Modify NT installation to auto install and reboot.

4IN1413.EXE
990903
4.13
1.6
3.5.5
2.1.42
1.3A
1. Update IDE driver

2.  Enable all four (4) driver options for Windows 98 Second Edition

4IN1414.EXE
990927
4.14
1.8
3.5.5
2.1.43
1.3a
1. Update IDE driver

2. Update VIA function registry

4IN1415.EXE
991013
4.15
1.8
3.5.6
2.1.43
1.3a
1.  Update VxD driver

4IN1416.EXE
991029
4.16
1.8
3.5.6
2.1.44
1.3a
1. Update IDE driver

2. Added feature to refresh registry under Win95 after USB Supplement is installed (remove yellow mark)

3. Added feature for customization driver installation setting

4IN1416B.EXE
991119
4.16b
1.8
3.5.6
2.1.44
1.3a
1. Updated “VIASETUP.DLL”

File Name
Release Date
Version #
ACPI
AGP
IDE
IRQ
Note

4IN1417.EXE
991210
4.17
1.8
3.5.6
2.1.44
1.3a
1. Added warning message if 4 In 1 is attempted to install to Win2000.

2. Added detection of MVP3 and install AGP VxD version 3.3 to solve MVP3+Ati Rage Pro VGA card + VxD 3.4 and later driver causes blue screen issue.

3. Removed VIA IDE Driver option under Windows 9X (can be recalled using “Customization”). Is remained installable under WinNT.

4. Add default IDE set DMA option to enable IDE DMA mode under Windows9X (this feature is not available under WinNT)

4IN1418.EXE
991229
4.18
1.8
3.5.8
2.1.44
1.3a
1. Add Windows Default IDE driver DMA mode auto-disable feature, if the “DMA” check box is not “clicked”

2. Update AGP VxD version 3.5.8

3. Integrate feature to install VIA ATAPI Vendor Support Driver

4. Modified README

4IN1418A.EXE
991230
4.18A
1.8
3.5.8
2.1.44
1.3a
1. Fixed unable to turn on default DMA ON under Windows 95

4IN1419.EXE
000105
4.19
1.8
3.5.9
2.1.46
1.3a
1. Fixed unable to turn on default DMA ON under Windows 95
2. Fixed install under NT4.0 and cause blue-screen after reboot issue.
3. Update AGP VxD driver 3.5.9
4. Added feature to read OEM.REG for AGP VxD driver
5. Update IDE driver 2.1.46

4IN1420.EXE
000210
4.20
1.9
4.00
2.1.47
1.3a
1. Updated AGP VxD 4.0

2. Updated VIA IDE driver 2.1.47

3. Update VIA ACPI Registry 1.9

4. Fixed failure of unable to display error message when attempt to install to Windows 2000

5. Added function to remove VIA IDE bus master driver before installing IDE VSD to Windows 95; Windows 98 and Windows 98 SE. For OS which are previously installed with VIA IDE driver.

4IN1421.EXE
000517
4.21
1.02
4.02
2.1.47
1.3a
1. Update AGP VxD 4.02

2. Remove VIA ACPI Registry Driver and replace with VIA INF Driver

3. Replace setup bitmap

4. Fix IDE Bus Master Driver registry removal failed issue

5. Change AGP VxD installation option “Normal Mode” to “Standard Mode”

File Name
Release Date
Version #
INF
AGP
IDE
IRQ
Note

4IN1422.EXE
000531
4.22
1.02
4.02
2.1.47
1.3a
1. Fixed “Registry Error” during installation

2. Fixed unable to find “VIAMACH.CAT” warning under Windows 98 Second Edition and Windows 2000

3. Fixed unable to find AGP Driver file after installing VIA INF driver

4. Add function to auto-remove VIA Registry ACPI driver when VIA INF is installed

4IN1423.EXE
000621
4.23
1.02
4.03
2.1.47
1.3a
1. Update VIA AGP Driver

4IN1424.EXE
000728
4.24
1.02b
4.03d
2.1.49
1.3a
1.Update VIA IDE VSD Driver

2.Add VIA AGP .cat File for Win98SE /WinME and WIN2K

3.Add VIAMACH .cat File for WinME and Win2K 

4IN1425.EXE
  0009/01
   4.25
 1.02b
 4.04
2.1.50
1.3a
1.Update VIA VSD/IDE Driver

2.Update VIA AGP Driver 

4in1424(1).EXE
  0009/08
  4.24(1)
 1.02b
 4.03d
2.149
1.3a
1.Fixed 4in1424 failed from hibernation in WinME



4in1425(1).EXE
  0009/08
  4.25(1)
 1.02b
 4.04
2.150
1.3a
1.Fixed 4in1425 failed from hibernation in WinME



4in1426.ZIP
  0010/19
  4.26
 1.02b
 4.04
2.1.50
1.3a
1.Add Via ATA 100 driver for Win2K (beta 5 / 3.0)  

4in1427.ZIP
  00/12/12
  4.27
 1.02b
 4.05
3.011
1.3a
1. Update VIA IDE driver from 580_3000 to 580_3010

2.Update VIA AGP driver 

3.Modify 4in1427V for Via vendor support/ filter driver in Win9X

4.Modify 4in1427M for via ide miniport driver  

4in1428.ZIP
  00/12/28
  4.28
 1.20
 4.05
3.011
1.3a
1.Update via inf version 1.20

2. Add AGP 4.05 catalog file
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4IN1429v.ZIP
2001/2/27
4.29
1.20a
4.05b
3.011
1.3a
1.Update Via inf version 1.20a .( Add Via inf catalog file )

2.Update via ide miniport driver 3.011 to via pci ide driver 1.04 in win2k

Note:

Support Feature.

1.Windows 2000 candidate version

If you only install Windows 2000 candidate version, the MS IDE Driver limit the ATA100 feature and only support up to ATA66. It will switch the operation mode of ATA100 mode to PIO mode. After Install Filter Driver, the operation mode of ATA100 device will be decreased to ATA66 only, not to PIO mode.

2.Windows 2000 candidate version plus Service Pack 2

If you install Windows 2000 Service Pack2, the MS IDE Driver begin to support ATA100 feature.The ATA100 device could work with ATA100 mode really.  



4in1430v.zip
 2001/4/2
 4.30
 1.20a
 4.05b
3.011
 1.3a
1.Add message box to uninstall via ide miniport driver if it exists .

2.Del nvidia registry key for 4x in 694X  

4in1431v.zip
 2001/5/14
 4.31
 1.20a
 4.05b
1.10
1.3a
1.Update Via ide filter driver version 1.10 with WHQL 

4in1432v.zip
 2001/6/1
 4.32
 1.20a
 4.05c
1.10
1.1a
1. Add Via filter driver 1.10 under Windows ME

2. For Windows XP setup

3. Fixed (VT8366/VT8361) install/uninstall under both  Windows 2K and Windows ME

4. CDROM Enable DMA under Windows 2k

Include WHQL version :

1. via ide filter driver 1.10 (Windows2k/ME/98SE)

              2. agp driver 4.05c(Windows2k/ME/98SE)

              3. via chipset driver(Windows2k/ME/98SE)

4in1433v.zip
 2001/8/22
 4.33
 1.30
4.05c
 1.10
 1.3a
1.Update Via inf driver from version 1.20a to 1.30

2.Add quickly and silent install function 

3.Modify Bitmap picture  .

4.Fixed setup issue under windows XP .

4in1434v.zip
 2001/9/20
 4.34
 1.40a
4.05c
 1.10
 1.3a
1.Update Via inf driver from version 1.30 to 1.40a

2.Remove VIA DMA Tool 

4in1435v.zip
 2001/10/25
 4.35
 1.40a
4.05c
 1.10
 1.3a
1. Make the system more stable under Windows XP .

4in1435m.zip
 2001/11/08
 4.35
 1.40a
4.05c
 3.014
 1.3a
1. Support ATA-133,  under Win9x/ME/2K/XP/NT4.0.

2. Support Large Disk Feature(over 128GiB) under Win2K/XP. (No device for testing Now!)

3. VIA IDE Miniport Driver First Version for WinXP.


4in1436v.zip
 2001/12/05
 4.36
 1.40a
4.05c
 1.20
 1.3a
1. Update VIA IDE Filter Driver from version 1.10 to 1.20

2. Fixed issues from application 3D2001 for KT133/KT133A


4in1437v.zip
 2001/12/19
 4.37
 1.40a
4.05c
 1.20
 1.3a
1. Fixed issues and make more stable for KM133 

4in1438(2)v.exe
 2002/3/15
 4.38
 1.40a
4.10b
 1.20
 1.3a
1.Add ATA133 feature under WinXP .

2.Update AGP driver (4.10b)

3.Fixed Memory dump issue under WinNT (dual-p)

4.Fixed AGP driver uninstall issue . 

4in1439v.zip
 2002/5/2
 4.39
 1.50
4.20
 1.20
 1.3a
1.Update Via chipset driver from v1.40a to v1.50

2.Update via AGP driver from v4.10b to v4.20 (Add for P4X333)

4in1440v.exe
 2002/6/18
 4.40
 1.60a
4.20a
 1.20
 1.3a
1.Update Via chipset driver from v1.50 to v1.60b

2.Update via AGP driver to v4.20a

4in1442v.exe
 2002/8/07
 4.42
 1.70
4.30
 1.20
 1.3a
1.Update Via chipset driver from v1.60b to v1.70
2.Update via AGP driver to v4.30
3.Fixed Ending program issue under both Win2K and WinXP.

4.Fixed AGP uninstall issue under Win2k .



4in1443v.exe
 2002/9/11
 4.43
 1.70a
4.30a
 1.20
 1.3a
1. Include MS WHQL Logo CAT file of via AGP driver 
2. Include MS WHQL Logo CAT file of via Inf driver


ViaHyperion 4in1445v.exe
 2002/12/7
 4.45
 1.70a
4.40
 1.20
 1.3a
1. Update via AGP driver to v4.40 and support P4X600 .
2. Update 4in1 bitmap and readme file 

3. Fixed driver date for IDE filter driver under Win9x 

ViaHyperion 4in1446v.exe
 2003/2/18
 4.46
 1.70a
4.41a
 1.20
 1.3a
1. Update via AGP driver to v4.41a 
2. Fixed the K8 CPU cache Flush syntax error in Viagart.sys(miniport driver). 

ViaHyperion 4in1447v.exe
 2003/5/13
 4.47
 1.80a
4.41a
 1.20
 1.3a
1. Update via chipset driver(INF) from v1.70a to v1.80a 

